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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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Order no. blue: on stock, usually ready for delivery on the day of order

System Components for LPS/CPS Systems

NLDCM32

w	Schrack-Info
The circuit module DCM is an electronic module in easy-maintenance 19” slide-in design and serves 
as power supply for safety and exit sign luminaires in emergency and safety lighting circuits. The circuit 
modules are each equipped with two circuits (up to 20 luminaires per circuit, each circuit with 2 fuses). 
Suitable for the low power systems and central power supply systems Micro-, Mini-, Midi-, Maxi- or 
MultiControl.

Each DCM module output can be programmed for circuit monitored systems or for monitoring individual 
luminaires. Combined operation is also possible. Each circuit can be programmed as maintained, non-
maintained, switched maintained or staircase lighting. Non-maintained and exit sign luminaires can be 
operated simultaneously.

Circuit modules of type DCM12E additionally support the function for switching individual luminaires. 
This enables the centrally controlled switching of compatible luminaires (article number ends at EL or 
E) without additional wiring. Compatible luminaires can be programmed via web interface to alternate 
between maintained and non-maintained mode. It is also possible to assign circuits to the SAM24 
switching contacts.

Dimensions: 128x35x173 mm (HxWxD)
 

w	Technical Data
Type: Fusing: Max. load per module
DCM 12E 4 x F5 A 3 A / 2 x 650 VA
DCM 32 4 x F6.3 A 4 A / 2 x 860 VA
DCM 42 4 x F10 A 6 A / 2 x 1300 VA
DCM 62 4 x F5 A 1 A / 2 x 300 VA
 

DESCRIPTION AVAILABLE ORDER NO.

Slide-in circuit module 19“ 2 x 3 A/650 VA – fuse 5 A combined operation M/NM NLDCM32

Slide-in circuit module 19“ 2 x 4 A/860 VA – fuse 6.3 A combined operation M/NM NLDCM42

Slide-in circuit module 19“ 2 x 4 A/1300 VA – fuse 10 A combined operation M/NM NLDCM62

Slide-in circuit module 19“ 2 x 1 A/300 VA – fuse 4xF5 A, for emergency luminaires that can be individually switched from a central 
unit NL…EL, NL...E NLDCM12E
 

w	Circuit Module DCM 




