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NLMCUV...

NLTSCUV NLTSM32

w	Schrack-Info
The MCUV-E represents the latest series of sub-distributions for type MaxiControl or MultiControl devices. It provides the possibility to install 
individual circuit modules (top rail module TSM32) of the MaxiControl or MultiControl externally in a separate box. This saves cable length and 
other installation material when larger objects are involved.

Power is suppled via feed-in using an AC/DC changeover in the Maxi/MultiControl main unit. This means that AC voltage is supplied to the 
MCUV-E as long as the main unit itself operates in mains mode. In the event of mains failure or during test runs DC voltage is supplied to the 
MCUV-E. As opposed to conventional systems with two supply wires (AC and DC line) only one supply line (AC/DC wire) is required, which 
again helps saving installation material. Each sub-distribution is equipped with 4 separate CCIF, which makes it possible to monitor 4 closed 
current loops individually on each MCUV-E.

Another option for power supply is a feed-in from a local general lighting distribution enclosure. This makes it possible to provide the power 
supply separately for each tenant with respect to the luminaires connected to the MCUV-E. In the non-maintained mode of the system the 
luminaires’ power supply is provided by the feed-in from the local general lighting distribution enclosure. Only in the event of voltage failure 
from the general lighting distribution enclosure or during forced emergency or test operation controlled by the main unit the luminaires are 
supplied with power by the feed-in from the main unit.

The integrated top rail controller - TSC-UV - is the control and switching module of the MCUV-E sub-distribution. It monitors up to 4 closed 
current loops and the optional power supply from the general lighting distribution enclosure and switches the TSM32 installed in the MCUV-E to 
the desired operating states.

The top rail circuit module - TSM32 - is a circuit module for emergency and safety lighting systems of the Maxi/MultiControl system. Power 
supply to the TMS32’s circuits is provided via an AC/DC CO switch integrated in the main unit. Each circuit module feeds and monitors two 
circuits with a maximum of 20 safety and/or exit sign luminaires each.

w	Sub-Distribution - Feed-in Technology MCUV-E for MaxiControl and MultiControl 
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The circuit module can individually address the luminaires and performs a self-calibrating current monitoring. The combined operation of safety 
and exit sign luminaires in the same circuit with the switching types non-maintained, maintained and switched maintained lighting is possible 
without needing a separate data cable.

Both circuits of the TSM32 can be switched using switching commands from a SAM switch monitoring module. The following switching modes 
are available: maintained lighting (M), modified non-maintained lighting (NM), and switched modified non-maintained lighting (sNM).

The circuit modules are connected to the CPS system via RS458 bus. All programming is done on the central computer for each circuit 
separately. Each circuit is fused at the front of the circuit module with 5 AT.

 

 
 
 
 
 
 
Example for operation with local feed-in
 
 
 
 
 
 
 
Example for operation without local feed-in
 
 
 
 
 
 
 
Power supply AC/ DC

w	Sub-Distribution - Operation With or Without Local Feed-In

 

w	Technical Data NLAKE3016
Dimensions: 314x314x168 mm
Fusing: 2 x Neozed D 02 / 25 A
Terminal cross-sections: Max. 16 mm²
Max. power rating (AC/DC): 4300 VA / 4000 W

w	E30 Cable Branch Box NLAKE3016

w	Sub-Distribution - Feed-in Technology MCUV-E for MaxiControl and MultiControl 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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Order no. blue: on stock, usually ready for delivery on the day of order
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w	Installation with Function Preservation E30: Cable Branch Box NLAKE3016 (BA1 &amp; BA2 each max. 1600 m²)

 
* Cable without maintenance of circuit integrity NYM
 

DESCRIPTION AVAILABLE ORDER NO.

Sub-Distributions

subdistribution, TSC-UV, 1xTSM32, switch query module (SAM), IP20, 3 rows, 515x305x99mm (h x w x d) NLMCUV02S

subdistribution, TSC-UV, 2xTSM32, switch query module (SAM), IP20, 3 rows, 515x305x99mm (h x w x d) NLMCUV04S

subdistribution, TSC-UV, 3xTSM32, switch query module (SAM), IP20, 4 rows, 640x305x99mm (h x w x d) NLMCUV06S

subdistribution, TSC-UV, 4xTSM32, switch query module (SAM), IP20, 4 rows, 640x305x99mm (h x w x d) NLMCUV08S

subdistribution, TSC-UV, 5xTSM32, switch query module (SAM), IP20, 5 rows, 800x300x165mm (h x w x d) NLMCUV10S

subdistribution, TSC-UV, 6xTSM32, switch query module (SAM), IP20, 5 rows, 800x300x165mm (h x w x d) NLMCUV12S

Accessories

Controler for NLMCUVXX including 4 x CCIF, contactor control and monitoring, for din rail mounting NLTSCUV

Electric circuit module 2 circuits 3A (T5A), with combined switching mode DS/BS/Gds, for din rail mounting NLTSM32

E30 cable with 16mm² through clamps, max. 4kW, 314x314x168mm (HxBxT) NLAKE30-16

w	Sub-Distribution - Feed-in Technology MCUV-E for MaxiControl and MultiControl 




